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Abstract

This paper introduces a method for evaluation of the contrast of a
moving lattice (grille) pattern without imaging data acquisition
and image analysis. We characterize the dynamic performance of
the display under test in terms of the periodic impulse response
followed by evaluation of the contrast of the corresponding test-
pattern in motion. It thus becomes possible to simulate moving
grille patterns with any pitch, arbitrary gray-levels and speed of
translation by measuring the corresponding temporal luminance
variations at a fixed location. This approach is attractive due to
reduced instrumental efforts and the transparent evaluation based
on suitable spatial contrast sensitivities.

1 Introduction

The display of moving images on flat-panel displays is affected by
artefacts, especially when compared to CRT-based monitors and
TV-sets. Measurement, evaluation and rating of motion artefacts
is required for development and systematic optimization of
suitable countermeasures and for objective specification of the
performance of various flat-panel display technologies (i.e. LCD,
PDP, etc) in product data-sheets.

1.1 Origins of motion blur

Visual targets with initially sharp edges traveling across an
electronic display screen are often perceived as blurred by human
observers. This is caused by the hold-type characteristics of the
response of the display and by integration of the human visual
system while smoothly following the movement of the target (i.e.
smooth pursuit eye-tracking). Increased response times of LCDs,
especially when switching between intermediate levels of gray,
further deteriorate the visual quality of moving objects and thus
contribute to motion blur, but they are not the actual cause.

The method of eye-trace integration, after its introduction by
Kurita [1], has become the basis for evaluation of motion blur and
has been discussed in a series of papers e.g. by Sekiya [2].

1.2 Measurement and evaluation of motion blur
Data for evaluation of motion-blur can be acquired in four ways
with two kinds of test-patterns, with imaging detectors and spot-
meters:

¢ moving patterns recorded with a tracking [3] or stationary [4]
camera,

= block-patterns, wide enough to allow settlement of the
optical response to a stationary state and

= line-or grille patterns (e.g. one pixel wide),

¢ stationary patterns (intensity vs. time measured at a fixed
location on the display),

= step-response: optical response settles to stationary state, [5],

= impulse-response: activation for one frame period, [5]).

A direct reproduction of the tracking of a visual target by a human
observer is attempted by the class of “pursuit camera systems”
where the measurement field of the camera is put into motion by a
moving mirror (e.g. galvanometer scanner, rotating polygon
mirror) or by linear motion devices to track the target.

The contrast reduction of grille or sine-burst patterns [6] moving
across a display screen and recorded with a tracking camera
system (stationary high-speed or motorized camera) seems to be a
convenient way for objective evaluation of the dynamical
performance of electro-optical displays in detail (see e.g. [7]). The
attractiveness of this method is given by the fact that the
resolution of display devices can be characterized by the same
characteristics (contrast modulation, see FPDM?2 303-7 Resolution
from contrast modulation) in the static and the dynamic case.
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Figure 1: Example for a compound test-chart with a variety of
grille-patterns; (grille pitch decreasing from left to right) three
background and three foreground states for generation of 9
contrast levels (from [6]).

2 From moving patterns to temporal response
We first consider a single vertical line of width w [pixels], gray-
levels G, and G, (foreground, background) and a measurement
spot that is smaller than w (fig. 2). Movement of this line with a
speed of A [pixels] per frame period (where A >w) effects the
pixels at a fixed location on the display to make a first transition
G,—G for one frame at the arrival of the line and back again
(G;—>G;) when the line moves on during the next frame. This
double transition at a fixed location is equivalent to the (single-
shot) impulse response of the display shown in fig. 4. The impulse
response of LCDs cannot be accurately constructed from parts of
the step-response since the starting conditions for the second
transition at the end of the first frame are different from those of
the static case with the same luminance.
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Line of width w, fixed
measurement field M

Array of lines of width w
(grille, grating)

Figure 2: Single line and periodic array of lines with gray-level of
target (line) RGB1 on background RGB2

Smooth pursuit eye-tracking effects a spreading of the line the
width of which is basically given by the advancement A of the line
per frame period. The apparent total width of the line is w, = A+w
and, for a width of one pixel we obtain w,= A+1.

When the transition of the optical response has a finite steepness
(e.g. 0%-100% linear over one frame period), the (total) width of
the line, w,, becomes w,=(2-A+1) pixel.

Since the spreading of the line is very much determined by the
advancement A, it does not provide significant information on the
dynamical properties of the display.

The width of the spread of the line is specified here as the total
width whereas edge blurring is usually measured as the
time/distance between the 10% and 90% levels.

Figure 3: Spread of

the perceived image

of a vertical line of

width w and
advancement A

[pixels] per frame

—» period for an ideal
X ol hold-type display.

intensity

Due to the asymmetry of LCD switching (field-induced transition
or relaxation) a dark line on a bright background has a different
contrast than a bright line of a dark background [8]. This
asymmetry is obvious in fig. 4 where the transition from light to
dark (blue curve, decreasing voltage) settles completely within
one frame period (16.7 ms) while the transition from dark to light
(blue curve, relaxation of a normally-white TN-LCD) does not.

We are now considering the case of a multitude of vertical lines
(grille, grating) with constant spacing, advancing on the display
from left to right and we choose the case of w=1 and A=1. The
temporal luminance response at a constant location within a line
(fig. 2, right) periodically assumes one of two luminance levels
each frame, L;* or L,* (periodic impulse response, see fig. 6B)
which are different from both the static values L;, L, and from the
single-shot extremal values, L;'and L,". With increasing width of
the line, w, the response can settle after the first transition and the
luminance vs. time curve gradually approaches the step response.

A measure for the ability to display moving images (i.e. for the
degree of motion blur) can be obtained from the impulse response
via Fourier transformation [5, 9], but this procedure does not
readily provide the contrast of the moving target with respect to
the background and thus no direct clue about its visibility.

The contrast of a moving line can be calculated from the
luminance vs. time curve as illustrated in fig. 5. The luminance of
the two optical states are integrated over one frame period (red
and yellow area) and with the integrals I, and I, the contrast is:
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Figure 4: Single-shot impulse-responses between RGB=0 and
RGB=255 for a normally-white TN-LCD exhibiting pronounced
asymmetry. The target-luminance is reached only with the
(overdriven) field-induced transition of the LCD (blue curve).

Lmin + J.L(t) : (Lmax - Lmin)
Cdyn — framel (1)
Lmin + jL(t) . (Lmax - Lmin)
frame2
with Ii = j L(t) =normalized integral
framei
Cdyn — (Lmin + I1 '(Lmax — Lmin)) (1a)
(Lmin + I2 . (Lmax - Lmin ))
and Cstat = Lmax / Lmin

For the ideal hold-type display I;=1 and I,=0 and Cgyy, = Cya.
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Figure 5: Dynamical contrast between adjacent frames is given
by the individual frame-integrated luminance values I; here
illustrated for tg = 2+t = 0.2 Tpume. in red and yellow.

The variation of the dynamic contrast, Cg,, with the time constant
of the transitions as calculated for illustration is listed in table 1.

-y | 0.001 0.1 0.2
T | 0.002 0.2 0.4
Cayn | 299.998 8.54 3.61
Caat | 300 300 300

Table 1: Dynamic contrast reduction calculated for exponential
time dependence with different time constants, tg and tg [Trrame]
for rising and falling edge, respectively. L;;,,=300, L ;=1
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Figure 6A: Transitions with widths of 20 frame periods (1 cycle
per 40 frame periods) settling to a constant plateau-value and
corresponding static luminance values (dashed horizontal lines).

Figure 6B: Transitions with widths of 1 frame period (periodic
impulse response) and settled static luminance values (dashed
horizontal lines) illustrating the effect of contrast reduction.

Transitions between input levels of 0%, 25%, 50%, 75% and 100% measured with the OTR-3 [10] @ 60Hz frame frequency [14].
The ripple on the curves are periodic intensity fluctuation caused by the PWM of the backlight dimming circuit of the LCD-monitor.

The contrast corresponding to the 75% and 100% states (yellow
curve in fig.6B) is reduced from 2.02 in the static state (fig. 6A) to
Cgyn = 1.24 in the periodic case (fig. 6B) and the corresponding
contrast modulation from Cy = 0,339 to Cy; = 0.105. Contrast
modulation is obtained by evaluation of the integrals according to
eqn. 1 over one frame period of the periodic impulse response.

3 Estimation of visibility

Depending on the impulse response of the display under test,
details of the moving grille can be resolved in the image taken
with a tracking camera (i.e. the contrast modulation is above the
visibility threshold, fig. 6 left) or the contrast is so low that only a
blurred region without noticeable details can be observed (Fig. 9
right).

From the measured contrast modulation the visibility of the grille
pattern basically can be estimated on the basis of the work of
Peter Barten [11] carried out with patterns at rest. It should be

1
—06/06
06/03
—03/06
0.8 —03/03 ||
=—ideal pulse
04 / \\\
OVZ \
\\
0
5 6 7 time [frame] 9 10

taken into account that the visibility of moving patterns is
different from that of the same patters at rest [12, 13].

4 MTF and contrast

The relation of impulse response and blurred edge width and the
significance of the modulation transfer function MTF obtained
from the (single shot) impulse response for the motion portrayal
capabilities of LCDs has been derived and described in detail by
Klompenhouwer [5, 9]. As can bee seen in fig. 8, even though the
MTFs of yellow and red pulse are very much alike up to f, ~0.8,
the dynamical contrast (modulation) between the first and second
frame is 0.427 (red) and 0.362 (yellow) respectively. Even when
the MTFs are not normalized and the DC component of the
Fourier transformation is taken into account, this does not provide
the required information on the dynamic contrast since the DC
component represents the area of the complete pulse. For dynamic
contrast evaluation however we have to separate two subsequent
frame periods as shown in fig. 5.

>~ ——06/06
> 06/0.3
~ ——0.3/06

0,8
LY ——03/03

— — ideal pulse

06

0,4

0,2

\§

0 0,2 0,4 norm. frequency 0,8 1

Figure 7: Exponential single-shot impulse responses calculated
for 4 combinations of time constants of 0.3 and 0.6 Tr for rising
and falling edge respectively.

Figure 8: Modulation transfer functions for the impulse responses
of fig. 7. The —3 dB bandwidths of red and yellow pulse and their
MTFs are much alike, but dynamical contrast (modulation) is not.



5 Discussion

All considerations in motion analysis can either be done in the
spatial [7] or in the temporal domain [5, 9]. We have chosen the
temporal domain due to its convenient accessibility with respect
to measurements. The test patterns considered here are regular
arrays (grille, lattice) with rectangular cross-sections in order to
realize the highest possible spatial frequencies. Sine-burst patterns
as used in [6, 7] have to be approximated by piecewise constant
step-functions and they thus comprise only a limited range of
spatial frequencies. The periodic impulse responses on which our
evaluations are based represent the most demanding performance
case for the display under test and it is of pronounced significance
when the impulse response is a function of the previous state of
the system and when it is distinctly asymmetric as is the case for
LCDs (see fig. 4).
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Figure 9: Variation of contrast for several combinations of input
signals (0%, 25%, 50%, 75% and 100%) as a function of the
number of transitions per frame period (typical example). The
static contrast is plotted on the y-axis (zero cycles per frame
period) and the case of the periodic impulse response is plotted at
0.5 (i.e. 1 cycle per two frame periods).

A detailed characterization of the dynamic performance of a
display under test is obtained when the periodic change of driving
signals from a first state to a second is varied in its duration and
the resulting dynamical contrast (1) is evaluated as a function of
the cycles per frame period. Two temporal conditions (1 cycle per
2*20 frame periods and 1 cycle per 2 frame periods) for three
combinations of driving signals (25%-50%, 50%-75% and 75%-
100%) are shown in figs. 6. For the extreme case of half a cycle
per frame period the dynamic contrast introduced as worst case
condition above is obtained and with increasing number of frame
periods per (symmetric) driving signal the static contrast, Cgy is
approached. These variations of contrast with the number of
transitions per frame period is exemplarily shown in fig. 9 for 5
combinations of driving signals (0%-25%, 25%-50%, 50%-75%
and 75%-100%). One transition per frame period equals one cycle
per two frame periods.

This characterization of dynamic display performance is restricted
to the display device itself, it does not consider specific properties
of the human visual system like smooth pursuit eye tracking with
temporal integration.

Figure 10: Illustration of the image of a horizontally moving
array of 4 vertical dark lines on a bright background as taken with
a tracking or with a high-speed camera [6].

Left: The DUT impulse response is fast enough to produce a
noticeable contrast between the moving lines and the background.

Right: The DUT impulse response is too slow to produce a
noticeable contrast between the moving lines and the background.

6 Conclusion

The presented method for evaluation of the contrast of moving
lattice (grille) patterns does not require the efforts of imaging data
acquisition with tracking or oversampling high-speed cameras
followed by image analysis as described in [7]. We obtain the
contrast of various test-patterns simply via measurement of the
periodic impulse response of the display in the stationary state
followed by integration of the luminance vs. time functions shown
in fig. 6B over a period of width Tg.p.. A rating of the visibility
of the moving patterns can be performed in a subsequent step
based on suitably chosen contrast sensitivity functions for moving
patterns [e.g. 13]. It thus becomes possible to distinctly separate
display properties from that of the human visual system.

We characterize the dynamic performance of display screens with
moving grille patterns of any wavelength (pitch), arbitrary gray-
levels and speed of translation by measurement of the temporal
luminance variation at a fixed location with a suitable temporal
sequence of test patterns obtained by transforming space into time
along the motion trajectory of the moving target. This approach is
attractive due to the reduced instrumental efforts (only a fast
optical transient recorder is required, e.g. OTR-3 [10], and the
transparency of the different steps of evaluation.

References

[1] T. Kaurita, et. al., IDW'98 Digest, pp. 823-826

[2] K. Sekiya, H. Nakamura, SID'02, pp. 930-933

[3] K. Oda, et al., IDRC'02 Digest, pp. 115-118

[4] T.Yamamoto, SID'00 Digest, pp. 456-459

[51 M. Klompenhouwer, SID'05 Digest, pp. 1578- 1581

[6] Advanced PDP Development Center Corporation, Japan

www.advanced-pdp.jp/news/
] L Kawabhara, et al., IDW'07 Digest, pp. 1189 — 1192
[8] M. E. Becker, SID'07 Digest, pp. 1122-1125
] M. A. Klompenhouwer, SID'06 Digest, pp. 1700-1703
[10] OTR-3 by Display-Metrology&Systems
www.display-metrology.com
[11] Peter Barten, e.g. Proc. SPIE 1666(1992), pp. 57-72
[12] Johan Bergquist, "Display induced motion artefacts",
Seminar at the Media Technology Laboratory, Helsinki
University of Technology, 2007, private communication
[13] D. H. Kelly: "Moving gratings and microsaccades, JOSA
A7,12(1990), pp. 2237-2244
[14] Tobias Elze provided software for generation of frame-
synchronous test patterns on computer monitors. His
support is gratefully acknowledged.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Gray Gamma 2.2)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings false
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Remove
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (Color Management Off)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.33333
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /PDFX1a:2001
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /Unknown

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [600 600]
  /PageSize [612.000 792.000]
>> setpagedevice




